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2.2  EVAPOTRANSPIRATION

The calculation of evapotranspiration (ET) in the South Florida Water Management Model is
based on reference crop ET which is adjusted according to crop type, available soil moisture
content, and location of the water table.  Algorithms used to calculate actual evapotranspiration
vary geographically because of different data availability, calibration approaches and varying
physical and operational characteristics of different areas within the model domain.  For Lake
Okeechobee, the pan evaporation method is used to calculate open water and marsh zone ET.  In
the Everglades Agricultural Area total ET is the sum of its components from the saturated,
unsaturated and open water zones.  In non-irrigated areas such as the Everglades the unsaturated
zone does not exist and total ET is calculated as the sum of open water evaporation and saturated
zone (water table) ET.  Finally, in irrigated areas within the Lower East Coast, a simple
accounting procedure is used to calculate unsaturated zone ET while saturated and open water
ET are calculated based on the Penman-Monteith reference crop ET.

Lake Okeechobee

Although LOK ET is predominantly open water ET, spatial variation is accounted for by
conceptualizing the lake as made up of three distinct zones (Fig. 2.2.1): an open water zone, a
marsh (wetted or inundated littoral) zone, and a no-water (dry littoral) zone.  The surface areas of
these zones vary with lake stage.  Lake Okeechobee ET computation was originally based on the
pan evaporation method (Shih, 1980), expanded to take into consideration the no-water zone
(Ahn and Ostrovsky, 1992), and improved to account for reference crop ET calculations based on
the Penman-Monteith method (Trimble, 1996).  The following equation is used in the model on a
daily basis.

ET  = 1.27*X*ET *( A   +  k*(A  + A ) ) (2.2.1)LOK, t ref, t w, t m, t n, t

where:
           ET   =  total LOK evapotranspiration, (ac-ft);LOK, t

                   X =  pan evaporation coefficient taken as 0.865 (Shih, 1980);
                    k =  evapotranspiration coefficient taken as 1.2 (Shih, 1980);
               A =  LOK open water surface area, (acre);w, t

               A =  LOK marsh surface area, (acre);m, t

                A =  LOK no-water surface area, (acre); andn, t

            ET =  Penman-Monteith reference crop evapotranspiration, (ft).ref, t

An attempt was made to make average annual LOK ET volumes comparable whether pan
evaporation data (basis of previous method) or the P-M equation (basis of current method) is
used (Trimble, 1996).  This was achieved by calculating the ratio of the mean annual evaporation
to the mean annual reference ET using the P-M method, and applying this ratio, 1.27, as a
multiplier to the daily reference ET.  No-water zone ET is assumed to be limited by the total lake
monthly rainfall.  Therefore, the total monthly dry littoral zone ET from the lake cannot exceed
the total monthly lake rainfall.  Daily dry littoral zone ET has a maximum value equal to the
product of the total monthly lake rainfall and the ratio of the daily pan evaporation to the total
monthly pan evaporation.



11.5 ft NVGD

20 ft NVGD

no water
   zone

levee

water level

marsh
 zone open water zone

levee

SECTION   A-A

STAGE

no-water zone

20 ft NVGD11.5 ft NVGD

marsh zone

STAGE - AREA   CURVE

AREA

PLAN   VIEW

no-water zone

open water zone

marsh zone

17

Figure 2.2.1  Conceptual Representation of the Different Lake Okeechobee Evapotranspiration
Zones as Implemented in the South Florida Water Management Model

The marsh zone exists where the bottom elevation of the lake is above 11.5 ft NGVD (Shih,
1980).  The following conditional equations conceptualized in Fig. 2.2.1 are used to calculate
open water, marsh, and no-water areas, respectively;

                A =  fn(H ) if H  # 11.5 ft NGVDw,t t t

                   =  A otherwise (2.2.2)w,max

                A =  0 if H  # 11.5 ft NGVDm,t t

                   =  fn(H )  -  A otherwise (2.2.3)t w,max

                A = A   -  (A   +  A ) (2.2.4)n,t LOK wt mt
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where:
                  H =  stage in Lake Okeechobee at time t, (ft NGVD);t

             A =  Lake Okeechobee open-water surface area at 11.5 ft  NGVD or higher,  (acres);w,max

             A =  Lake Okeechobee surface area at 20 ft NGVD or higher, (466,000 acres);LOK

                 =  defines the upper limit of the area enclosed by the peripheral levee around the
                     lake; and
            fn(H ) =  stage-area relationship for Lake Okeechobee, defined for stage less than ort

                     equal to 11.5 ft.

The rest of the model domain uses the Penman-Monteith evapotranspiration referenced to a dense
grass cover of 12 inches in height as recommended by the Food and Agriculture Organization
(1990) as the reference ET, i.e., ETR = PET.  The Penman-Monteith (P-M) equation is solved on
a daily basis using historical (1965-1995) meteorological data (e.g., rainfall, temperature, sky
cover and wind speed) from the ten stations shown in Fig. 2.2.2.  The P-M equation  (Monteith,
1965), in its original form, is given by:

(2.2.5)

where:
              8ET = latent heat flux of evaporation, (KJ m  s );0

-2 -1

                ET = mass flux of evapotranspiration, (kg m  s );0
-2 -1

                    8 = latent heat of vaporization, (KJ kg );-1

                   ) = slope of vapor pressure curve, (kPa C );o -1

                  R = net radiation flux at surface, (KJ m  s );n
-2 -1

                    G = soil heat flux, (KJ m  s );-2 -1

                    D = atmospheric density, (kg m );-3

                   C  = specific heat of moist air, (KJ kg  C );p
-1 o -1

                    e  = saturation vapor pressure at surface temperature, (kPa);a

                    e  = actual ambient vapor pressure at dew point, (kPa);d

             (e -e )  = vapor pressure deficit, (kPa);a d

                    (  = psychrometric constant, (kPa C );o -1

                    r   = crop canopy resistance, (s m ); andc
-1

                    r   = aerodynamic resistance, (s m ).a
-1

The actual PET assigned to each cell within the model is obtained from a linear interpolation
scheme based on the cell's inverse distance from all ten stations (as opposed to the nearest-station
method used for assigning daily rainfall values for each cell).  The justification for the selected
method is that the number of PET stations was not sufficient to avoid abrupt changes in PET
values from one cell to the next had the nearest-station method been selected.  The equation used
to calculate PET for a given grid cell on a specific day is:
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Figure 2.2.2  Meteorological Stations Used to Calculate Reference ET (Based on the Penman-
Monteith Equation) on a Daily Basis as Input to the South Florida Water Management Model
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(2.2.6)

where:
             PET  =  PET at grid cell location c on day j, (in./day);c,j

             PET =  PET at station i on day j, (in./day);i,j

                    d  =  distance from center of grid cell c to PET station I, (mi);i

                     c =  grid cell;
                     i =  PET station;
                     j =  day of simulation; and
                    n =  exponent to which distance is raised.

It was determined (Krishnan, 1995) that an exponent of two (n=2) sufficiently spreads the station
PET value over the model domain.  In addition to the ten daily PET values, the SFWMM reads in
ten pre-processed weights (based on the squared inverse distance) for each grid cell.

Everglades Agricultural Area

The calculation of ET in the EAA is strongly influenced by the operating rules governing the
management of the EAA.  The details of this topic will be discussed under the Sec. 3.3.  The
remainder of the model domain, non-LOK and non-EAA, can be partitioned into non-irrigated
and irrigated areas.  The latter includes an unsaturated zone ET accounting procedure while the
former makes simplifying assumptions for the unsaturated zone.

Non-irrigated Areas

Vegetation in the non-irrigated areas of the Lower East Coast receive its water from rainfall and
moisture from the unsaturated zone (or water table if the unsaturated zone dries up).  For non-
irrigated areas in the Water Conservation Areas, Everglades National Park and portions of Big
Cypress National Preserve, the following assumptions are made: (1) moisture content between
land surface and water table does not change; (2) ET comes only from the saturated zone (ETS)
and/or ponding (ETP); and (3) infiltration equals percolation.

The generalized form of the ET function in the model is

ET  =  KFACT * ETR (2.2.7)
where:
                 ET =  actual evapotranspiration;
        KFACT =  adjustment factor that takes into account vegetation/crop type and location
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                    of the water table relative to land surface as defined in Table 2.2.1 and
                    Fig. 2.2.3; and
              ETR =  Penman-Monteith reference crop (turf grass) evapotranspiration.

Table 2.2.1  Variation of KFACT as a Function of Water Table Location

Depth from Land Surface to Water Level
DWT: water table condition, i.e., below ground
PND: ponding condition, i.e., above ground      

Adjustment Factor, KFACT

DWT $ DDRZ 0.0

DSRZ  <  DWT  <  DDRZ [(DDRZ-DWT)÷(DDRZ-DSRZ)] * KVEG

0  #  DWT  #  DSRZ KVEG 

0  <  PND  #  OWPOND KVEG + (KMAX-KVEG)*PND÷OWPOND

        PND  >  OWPOND KMAX

The definition of the variables used in Fig. 2.2.3
is as follows:  OWPOND =  minimum ponding
depth above which ET for open-water is
assumed, e.g., plants are fully submerged such
that transpiration no longer contributes to ET; LS
=  land surface; DSRZ =  depth from land surface
to the bottom of the shallow root zone; DDRZ = 
depth from land surface to the bottom of the deep
root zone; PND =  depth from land to top of
ponding; DWT =  depth  from land surface to
water table; KVEG = calibrated vegetation/crop
coefficient which is interpolated based on mid-
month values assigned for each land use; KMAX
=  coefficient applied to ET for open water
condition.  (note: KMAX is equal to 1.0 for
wetlands and 1.1 elsewhere.)

Figure 2.2.3  KFACT as a Function of Water
Table Location

Figure 2.2.4 shows the land cover/land use classification scheme used in the model.  Tables 2.2.2
and 2.2.3 show the associated ET parameters.  Note that:
1. Land use 7 through 9, and 10 pertain to the three EAA agricultural types and Stormwater

Treatment Area wetland classification, respectively;
2. Land use 3-6, 12, 13 and 16  (McVoy and Park, 1997) can also be found in the Natural

System Model (NSM) land use classification scheme; and
3. The final or calibrated KVEG values for the three land uses in the EAA (land use 7, 8 and 9)
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Figure 2.2.4  Land Cover / Use Classification Scheme Used in the South Florida Water
Management Model (v3.5)
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are the products of two parameters: (a) theoretical KVEG which are coefficients obtained from a
field-scale study of ET in the EAA (Abtew and Khanal, 1992); and (b) calibration/adjustment
factor KCALIB which are used to convert theoretical KVEG from field-scale to regional-scale. 
KCALIB values were determined during the calibration of the EAA (refer to Sec. 4.1).

Table 2.2.2  Static ET Parameters Used in the South Florida Water Management Model

Land Use Type/Description OWPOND KMAX DSRZ DDRZ
(ft) (ft) (ft)

1 urban low density 1.0 1.1 1.00 2.00

2 agriculture citrus 3.0 1.1 2.00 3.00

3 wetland marsh 5.0 1.1 0.00 4.50

4 wetland sawgrass plains 5.0 1.1 0.00 4.00

5 wetland wet prairie 4.5 1.1 0.00 4.50

6 rangeland shrubland (scrub and shrub) 3.0 1.1 0.00 7.00

7 agriculture row (or truck) crops 1.0 1.1 1.50 3.00

8 agriculture sugar cane 3.0 1.1 1.50 3.83

9 agriculture irrigated pasture 1.0 1.1 1.50 3.00

10 wetland stormwater treatment area and 3.0 1.1 0.50 5.00
above-ground reservoir

11 urban high density 1.0 1.1 1.00 1.50

12 forest forested wetlands 5.0 1.1 0.00 8.00

13 forest mangroves 6.5 1.1 0.00 4.00

14 forest melaleuca 6.0 1.1 1.50 8.00

15 wetland cattail 5.0 1.1 0.00 3.00

16 forest forested uplands 6.0 1.1 4.25 4.00

17 wetland modified ridge & slough 4.0 1.1 0.00 10.00

18 wetland marl prairie 3.0 1.1 0.00 2.50

19 wetland mixed cattail / sawgrass 5.0 1.1 0.00 5.00

20 water open water (deep excavated 3.0 1.1 0.00 5.00
reservoirs)

21 wetland modified ridge & sawgrass- 3.0 1.1 0.00 3.00
invaded slough

22 wetland cypress prairie (hydrologically 5.0 1.1 0.00 4.50
similar to wet prairie)
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For accounting purposes, if the water level goes above land surface (LS), the evapotranspiration
is referred to as open-water ET (ETP).  ETP is limited by the available ponding for the current
day, i.e.,  previous day ponding plus current day rainfall.  The portion of ET calculated from Eq.
(2.2.7) in excess of available ponding for the day is assumed to come from the saturated zone
(ETS).

Table 2.2.3  Calibrated Vegetation/Crop Coefficient (KVEG) as a Function of Land Use and
Month as Implemented in the South Florida Water Management Model (v3.5)

Land
Use Jan. Feb. Mar. Apr. May Jun. Jul. Aug. Sep. Oct. Nov. Dec.

1 0.556 0.502 0.534 0.542 0.562 0.562 0.628 0.706 0.702 0.686 0.604 0.552

2 0.701 0.693 0.610 0.542 0.661 0.710 0.744 0.810 0.822 0.702 0.723 0.700

3 0.805 0.772 0.810 0.816 0.825 0.825 0.831 0.845 0.841 0.802 0.784 0.781

4 0.815 0.790 0.830 0.840 0.852 0.868 0.882 0.910 0.910 0.840 0.795 0.790

5 0.715 0.700 0.720 0.735 0.740 0.740 0.740 0.750 0.750 0.735 0.730 0.701

6 0.855 0.802 0.850 0.875 0.875 0.871 0.881 0.901 0.901 0.882 0.824 0.811

7 0.374 0.380 0.670 0.613 0.697 0.634 0.412 0.413 0.458 0.431 0.507 0.541

8 0.468 0.330 0.423 0.516 0.770 0.960 0.709 0.656 0.677 0.495 0.518 0.554

9 0.380 0.385 0.578 0.613 0.770 0.941 0.662 0.613 0.606 0.396 0.474 0.400

10 0.852 0.802 0.850 0.875 0.883 0.881 0.901 0.941 0.952 0.892 0.824 0.811

11 0.363 0.321 0.352 0.361 0.372 0.372 0.394 0.443 0.421 0.453 0.402 0.361

12 0.723 0.702 0.745 0.750 0.770 0.760 0.770 0.790 0.790 0.740 0.770 0.735

13 0.791 0.760 0.830 0.855 0.882 0.880 0.882 0.904 0.900 0.824 0.803 0.753

14 0.800 0.770 0.850 0.880 0.910 0.900 0.910 0.970 0.970 0.860 0.880 0.800

15 0.795 0.770 0.800 0.810 0.822 0.838 0.852 0.894 0.890 0.830 0.795 0.787

16 0.743 0.722 0.768 0.773 0.783 0.784 0.805 0.820 0.820 0.760 0.771 0.754

17 0.705 0.692 0.710 0.715 0.715 0.710 0.721 0.740 0.740 0.715 0.724 0.701

18 0.893 0.862 0.905 0.933 0.933 0.921 0.957 0.975 0.970 0.920 0.941 0.894

19 0.800 0.790 0.810 0.820 0.832 0.848 0.862 0.904 0.900 0.835 0.795 0.788

20 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000 1.000

21 0.775 0.750 0.800 0.810 0.820 0.810 0.820 0.825 0.825 0.780 0.790 0.771

22 0.742 0.725 0.760 0.761 0.765 0.775 0.791 0.815 0.815 0.772 0.764 0.741

note: Values for land use types 7, 8 and 9 are obtained by multiplying monthly calibration parameter values (second
column in Table 4.1.2) by the corresponding monthly theoretical EAA crop coefficients (Table 3.3.1).
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Irrigated Areas in the Lower East Coast

For irrigated areas, primarily LEC Service Area grid cells, the unsaturated zone is treated as a
separate control volume where infiltration, percolation, evapotranspiration and changes in soil
moisture are accounted for.  The reasons for the unsaturated zone accounting are: (1) the desire
to implement the Water Shortage Plan in the LEC (SFWMD, 1991) which entails cutbacks in
irrigation amounts and frequencies; (2) the need to quantify LEC irrigation applied to the
unsaturated zone; and, consequently, (3) the need to more accurately assess changes in irrigation
requirements associated with changes in land use.  Supply-side management  (refer to Sec. 3.2)
for the Lake Okeechobee Service Area is the counterpart of the LEC Shortage plan (refer to Sec.
3.5) for the Lower East Coast of South Florida.

In irrigated areas in the LEC, a two-step approach is taken to calculate total ET from each
irrigated grid cell.  In the first step, unsaturated zone moisture accounting is performed for the
irrigated portion of a model grid cell.  If )S represents the change in soil moisture content, then
the water balance equation for the unsaturated zone at the end of each time step is:

)S  =  NIRRSUPTOT - ETU + INFILT - PERC. (2.2.8)
where:
  NIRRSUPTOT  =  total net irrigation application depth, (in.);
              ETU =  evapotranspiration from the unsaturated zone, (in.);
         INFILT =  total flux across land surface due to ponding/rainfall, (in.); and
           PERC =  total flux across the water table used as recharge to the saturated zone, (in.).

NIRRSUPTOT, and ETU represent the preprocessed (input to the model) total net irrigation
supply and unsaturated zone evapotranspiration.  They are calculated from the ET-Recharge
model (Restrepo and Giddings, 1994) which is an extension of the Agricultural Field-Scale
Irrigation Requirements Simulation (AFSIRS) program (Smajstrla, 1990). Computational
requirements, CPU time and data storage for field-scale unsaturated zone moisture accounting are
very prohibitive such that pre-processing ETU data was opted for the SFWMM

Infiltration depth, INFILT, is the minimum of ponding depth, infiltration rate, and available
unsaturated zone storage.  Therefore, the time-dependent moisture content in the unsaturated
zone (S ) can be expressed as;t

S   =  S   + INFILT  + NIRRSUPTOT  - ETU. (2.2.9)t t-1

If S  is less than the water-holding capacity of the unsaturated zone, SWSCAP, then percolation,t

PERC, is zero.  Otherwise, PERC becomes the soil-moiture content in exceess SWSCAP and the
final moisture-content for time step t equals SWSCAP.

In the second step, the saturated zone evapotranspiration (ETS) is calculated using ET from the
generalized ET function, Eq. (2.2.7):
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ETS  =  ET - ETU. (2.2.10)

Due to differences in scale and assumptions used between the ET-Recharge model and SFWMM,
there are instances when the unsaturated zone moisture accounting cannot be carried out due to
the lack (or absence) of moisture in the unsaturated zone.  In such cases, the unaccounted for
ETU is taken directly out of the saturated zone, thus lowering the water table by a corresponding
amount.

ET-Recharge Model.  In the LEC service areas (Fig. 1.3.5), irrigation supply and unsaturated
zone ET are pre-processed, i.e., pre-calculated quantities, input to SFWMM, and used in the
unsaturated zone moisture accounting.  These quantities, among others, were output from the
ET-Recharge model (Giddings and Restrepo, 1995).  This model was originally used to provide a
more accurate method for estimating the recharge component for the District's countywide
groundwater models.  The model was later enhanced to handle any user-specified model grid,
e.g., SFWMM grid system.

The necessary input to the model can be classified into two categories:
1. a description of a basic element area (BEA): area; levels 1, 2, and 3 land use codes; soil code

equivalent to AFSIRS SOIL.DAT file; cell (row and column numbers) location within the
SFWMM grid system; vertical hydraulic conductivity of the soil; active/inactive designation
for cell; ET station basin designation; and

2. a reference table for each BEA in (1) relating the District's level 3 land use classification (FL
DOT, 1985) to the following: runoff coefficients; crop type; growing season; percent pervious
area; switch indicating if a BEA is irrigated or not; and irrigation system efficiency.

To perform a crop root zone water balance on a daily basis, a two-step approach is taken.

First, basic element areas (BEAs) are defined for the LEC.  By definition, a BEA is a polygon
having a unique combination of attributes such as land use, soil type, percent irrigated, non-
irrigated and impervious area, vertical hydraulic conductivity, and SFWMM cell location.  The
size of a SFWMM grid cell is the upper limit on the size of a BEA.

Second, if a BEA falls within a pervious area, AFSIRS is called to perform crop root zone water
balance on a daily basis.  AFSIRS calculates irrigation requirements and crop evapotranspiration
rates as a function of crop type, soil type, irrigation system, growing season, and climatic
conditions.  It assumes that crop requirements are met from the unsaturated zone through rainfall
or supplemental irrigation.  An irrigation management option within AFSIRS was selected such
that the exact amount and timing of the irrigation is to be used to restore the root zone to field
capacity (i.e., maximum yield and thus, maximum or potential ET is always maintained).

Some of the most important assumptions in AFSIRS as applied to the irrigated areas of the LEC
are listed below:
1. The calculated drainage does not distinguish between runoff and percolation.
2. Crop root zone is entirely in the unsaturated zone.
3. Lateral flow is neglected in the unsaturated zone.
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4. Crop requirements are met from the unsaturated zone through rainfall or supplemental
irrigation.

5. Crop-water requirements are calculated based on maximum yield.
6. AFSIRS does not compute yield but calculate the quantity and frequency of  irrigation

necessary to avoid crop stress.
7. The calculated net irrigation requirement does not include leaching, freeze protection or crop

cooling requirements.

Daily rainfall, and reference crop ET (ETR) are defined as inputs to AFSIRS.  Since rainfall
amounts are defined for each SFWMM grid cell, RF for a basic element area is taken as the value
assigned to the SFWMM cell where the BEA is located.  Daily ETR, on the other hand, is
calculated using the Penman-Monteith (P-M) equation from within the ET-Recharge model.  To
minimize data needs to solve this equation (2.2.5), the more significant variables, i.e., specific to
South Florida conditions, were identified and an approximate P-M equation was developed
leading to a modified Penman-Monteith method (Restrepo and Giddings, 1994).  ETR is solved
for 10 distinct locations within the SFWMM model domain which represent meteorological
stations (Fig. 2.2.2).  The ETR for each basic element area represents the distance-weighted sum
of the ETR values measured at the ten stations.  AFSIRS calculates the potential
evapotranspiration for crop c (ETc) using the formula:

ETc  =  kc * ETR (2.2.11)

where kc is the crop coefficient that varies with crop type and crop growth stage.

The rate at which water is returned from the soil to the atmosphere by evapotranspiration is
controlled by two factors: atmospheric demand and soil-water availability (Jensen, et al., 1990). 
At the end of each time step, the AFSIRS water balance equation for the crop root zone is:

)STO  =  RAIN + NIRR - DRAIN0 - RUNOFF - ET (2.2.12)
where:
            )STO =  change in root zone soil water storage, (in.);
             RAIN =  rainfall, (in.);
             NIRR =  net irrigation requirement or irrigation supply, (in.);
        DRAIN0 =  drainage, (in.);
       RUNOFF =  surface runoff, (in.); and
                  ET =  evapotranspiration, (in.).

In the ET-Recharge model, the runoff and drainage terms are combined to form the variable
DRAIN, i.e., RUNOFF + DRAIN0.  All BEAs within a SFWMM grid cell can be combined and
Eq. (2.2.12) can be rearranged, and written in terms of NIRR (an input to the SFWMM):

NIRR  =  )STO - RAIN + DRAIN + ET (2.2.13)

Drainage is calculated as the difference between rainfall and available soil water storage (storage
beyond field capacity) at the time rain occurs.  By implementing an extended form of the Soil
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Conservation Service (SCS) runoff estimation method (McCuen, 1982), the DRAIN term can be
partitioned back into total direct runoff and the original drainage term DRAIN0 in Eq. (2.2.12) 
(Giddings and Restrepo, 1995).  This approach involves the use of the Curve Number (CN) for
major storm events.  AFSIRS assumes that the crop root zone is entirely within the unsaturated
zone (ET = ETU).  The maximum unsaturated zone ET, ETUmax, can vary depending on
whether a BEA is impervious or pervious.

For impervious areas, the ET-Recharge model assumes negligible ETUmax.  For SFWMM grid
cells with non-irrigated pervious areas, ETUmax = ETc*% of pervious area.  For SFWMM grid
cells with irrigated pervious areas, ETUmax = (ETc - supplemental requirement)*% of pervious
area, i.e., ETUmax is limited by the amount of available soil moisture in the unsaturated zone. 
Supplemental irrigation requirements can be met from the water table.

The ET-Recharge model aggregates output from BEAs to SFWMM grid values.  A list of output
information generated on a daily basis from the model pertinent to the SFWMM is as follows:
1. composite crop PET per model grid cell (ET );p_cell

2. unsaturated zone ET per model grid cell (ETU );cell

3. unsaturated zone ET for irrigated portion of each model grid cell (ETIU ); andcell

4. irrigation deliveries per use type.

Irrigation deliveries calculated from the ET-Recharge model are treated as target irrigation
demands in the SFWMM and are met from the water table; they are the basis for implementing
the LEC trigger and cutback modules.


